


Delta

Wall absorber

Expanding on the aesthetics of the Delta ceiling series, Delta
Wall balances its soft curves withreliable acoustic dampening. Its
segments are available in different sizes and can be color
matched harmoniously to suit all applications and spaces.

DELTA Wall absorber
Sizes
540 mm (21.3")
730 mm (28.7")
520 mm (20.5",
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Delta One Delta Two Delta Three
540 x 1330 mm 730 x 990 mm 520 x 860 mm
(21.3"x 52.4") (28.7" x 39") (20.56"x 32.7")
art. 69-0513 art. 69-0709 art. 69-0508
DIMENSIONS
Delta One: 540 x1330 mm (21.3"x 562.4")
Delta Two: 730 x 990 mm (28.7" x 39")
Delta Three: 520 x 830 mm (20.5" x 32.7")
Thickness: 60 mm (2.4")
DESIGN

Filling of stone wool filling with fire class A1 (non-combustible), back
side in PET, edges in polyether and externally covered with fabric.
Mounted with velcro strip, which is 8 mm (0.3”) from the wall.

DESIGNER

Constance Guisset

SOUND TESTS

SS-EN ISO 354, ISO 11654 Class A
SS-EN ISO 354:20083 evaluated according to SS 25269

SPECIFICATION TEXT

Example: Delta Wall from Zilenzio.

Filling of stone wool, back side in PET, edges in polyether and externally
covered with fabric.

Fitted with suspension strip, which is 8 mm (0.3”) from the wall.

Technical specifikation:

Delta One Wall

Size: 540 x 1330 x 60 mm (21.3”x 52.4" x 2.4")
Fabric: Fiord fran Kvadrat

STANDARD FABRICS

We offer a variety of standard fabrics, each with unique characteristics to
suit your needs. For a complete overview of the standard fabric options
available for this product, please visit Zilenzio.com.

CARE INSTRUCTIONS

In order to preserve the color and appearance of the fabric, the fabric
should be regularly vacuumed with a soft nozzle.

Stain Removal for Polyester:
- Moisten the stain sparingly with a white clean cotton cloth, lukewarm
water and possibly some pH neutral detergent.

Stain Removal for Wool:
- Dab or wipe gently with a damp cloth.
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